o Dollar an_d Energy Saving Loans
Certification of Window and Door Replacement 9

» Window and Door Descriptions to be Completed, IN FULL, by Contractor

7
A N NE

o ! * Responses Such As ‘See Attached’ or ‘Unknown’ Will Not be Accepted WINDOW/DOOR
STATE OF NEBRASKA * Provide Proof of Measured Performance® or Construction Features®
Loan Applicant Name Contractor/Business Name Phone Number
Location or Address of Property to Receive Replacement Windows or Doors Mailing Address
City State Zip Code City State Zip Code

WINDOW AND DOOR DESCRIPTIONS
Manufacturer Quantity Check ¢ Compliance by:

and and Measured Construction Estimated
Model Identification Dimensions Performance Features Cost

WindOWS Copy Totalto Form 2, Line 8.

Sliding or swinging glass doors and ¥-lite or
more sidelites

Exterior (slab) doors and %-lite or less Provide dimensions AND area of glass Copy Totalto Form 2, Line 9.
sidelites or “No Glass”

SHOW COMPLIANCE with Dollar & Energy Saving Loan Program requirements (see table below). You must provide copies of
manufacturer’'s documents proving that the particular window, door, or sidelite has the required measured performance or
construction features.

The “Construction Features®” method may ONLY be used for garage doors, commercial (store front) windows and sash replacements which
have not been NFRC tested. All other windows, doors and sidelites must use NFRC Measured Performance# test data. A complete description of
the product being provided must be included on either the bid or this form and must match the NFRC data or other manufacturer’'s documents (see
instructions on back).

DOLLAR AND ENERGY SAVING LOAN PROGRAM REQUIREMENTS

Measured Performance® Construction Features® (Garage Doors, Commercial Windows and Sashes ONLY - Must Include ALL features)
Wigd(iWS ’ ; Whole unit R > 3.03| commercial | Glazing — At least two panes, one of which has a soft coat low-e coating, <0.05
and giass doorsand __ or Windows | Fill Gas — Argon, krypton, carbon dioxide, SFsor some combination of these

Ya-lite ormoressidelites U < 0.33 Bulhr-ft-F| 44 sashes
Frame — Wood or vinyl, or aluminum with thermal breaks through all members

Exterior doors and Whole unit R > 4.0 Garage | Core — Material has an insulating value of at least R-8.0
/-lite orless sidelites  or U < 0.25 Btu/hr-ft-F Doors Lites — Double glazed (if any), and cover no more than 10 percent of the door surface area

Signatures Nebraska Energy Office Use Only

I hereby certify, under penalty of perjury, thatthe information provided above is true, correctand complete.

S i g n ’SignatureofLoanAppIicant Date
here >

Signature of Window/Door Contractor Date

SUBMIT THISFORMALONG WITH FORM 2, YOUR WINDOW/DOOR BID(S) AND THE DOCUMENTATION

o IDENTIFIED ABOVETO A PARTICIPATING LENDER NEO 03-24-98 Rev. 1-10-07
[0S & Printed on Recycled Paper Supersedes NEO 03-24-98 Rev. 6-23-00



FORM

2

WINDOW/DOOR

INSTRUCTIONS, FORM 2 WINDOW/DOOR (cont.)

1. Either thebid document or thisformmust containadescription
of the windows, doors, and/or sidelites being provided. That
description must match the description listed on the
manufacturer’ sdocuments, NFRC data, and other dataprovided
asproof of program compliance. Thedescriptionshouldlistthe
manufacturer of the window, model hame or number, type of
window, frame and sash material, number of panes of glass,
whether any of the panes have alow-e coating, type of low-e,
if thereisafill gasandthetypeof gas. A typical descriptionmight
be*WorldsBest Window Co., Millennium 2000, Vertical Slider,
vinyl cladwood, doublepane, soft coatlow-e, argon,” or “Worlds
Best Window Co., Steel Wood Edge Door, double panelow-e
Yilite.” For unitsinstalled by the home owner, the description
must be on the suppliers bid document.

2. Show program performance requirements are met for each
brand, model, type and style of window. If aprojectincludesa
double panewindow and atriple panewindow, NFRC datafor
both adoubl e pane and atriple pane window must be provided.
NFRC documentsmust bear thenameof themanufacturer listed
onthecontractor or supplier’ sbid documents. Becauseacertain
manufacturer makes a second brand of window under another
name, this does not insure that windows made for the second
brand are madeto the same specification asthebrand shown on
the NFRC documents. FOR DOORS, provide copy of
manufacturer’ s literature picturing the door and depicting the
glassarea, if any, andthemodel numberinadditiontoNFRC data.

3. When showing program complianceusing the* construction
features” method, provide copiesof manufacturer’ sdocuments
which show thefeaturesareanavailableoption. Thosefeatures
must be shown on the bid or thisform as part of the agreement
to the customer to provide those features. The construction
featuresmethodisONLY allowed ongaragedoors, commercial
(storefront) windows, and sash replacements, and ONLY when
the product has not been NFRC tested.
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National Fenestration

World's Best
Window Co.

Millennium 2000+
Vinyl-Clad Wood Frame

_ Rating Counc® Double Glazing * Argon Fill + Low E
Product Type: Vertical Slider
ENERGY PERFORMANCE RATINGS

U-Factor (U.S./I-P) Solar Heat Gain Coefficient

0.30 0.32

ADDITIONAL PERFORMANCE RATINGS
Visible Transmittance Air Leakage (U.S./I-P)

0.51 0.2

Manufacturer stiputates that these ratings conform to applicable NFRC procedures for determining whole

product performance. NFRC ratings are determined for a fixed set of environmental conditians and a

specific product size. NFRC does not recommiend any product and does not warrant the suitability of any

product for any specific use. Consult manufacturer's Merature for other product performance information.
www.nfrc.ong

The particular window described on the sample NFRC label above has a U-
factor of 0.30. Since this is less than the required U-factor of 0.33 listed in the
table on the front of this form, this unit can be financed with a Dollar and Energy
Saving Loan

4. \Window/door/sidelitedimensionsmust belisted onthisformand
associated with the brands/model s/'types being provided.

5. Thetotal rough opening area of existing windows, doors, and
sidelitesmay NOT beincreased under thisprogram. Existingrough
openingareamay bedecreased. (For replacingrough openingswith
solid panelsor wallsuse Form 2, line 4)

6. NFRC U-valuesaretotal unit U-values, asopposed to Center of
Glass (COG) U-values. Whole, or total unit U-values take into
account the U-value of all componentsof aunit, while COG takes
into account only the U-value of theglass. Total unit U-valuecan
vary greatly between brandshaving thesameor similar typeglass.
L ook for theNFRC sticker whenyour purchasearrivestoensure
performancefromyour energydollar.

Whenusingwhole, or total unit U-val ues, theR-valuecan befound
by dividing 1 by the U-value (R = 1/U). Conversely, the U-value
can be found by dividing 1 by the whole, or total unit R-value (U
=1UR).

NFRC datafor variouswindowscanbeviewed by visitingtheNFRC
web site at www.nfrc.org, and clicking on the Certified Products
Directory search links. NFRC web data may be used as proof of
compliance, however, thewindow descriptiononthebid must then
also contain the complete NFRC CPD#(s) specific to the product
being provided, and manufacturer’ sdocuments must be provided
directly connecting the CPD#(s) to the manufacturer’ smodel and
description.

World's Best
Door Co.

Entrance Door
CPD#000-x-000

Insulated Steel Wood Edge Door

NF%

National Fenestration
Rating Council ®

ENERGY PERFORMANCE RATINGS

Pradu;:t ) U-Factor/Solar Heat Gain Coefficient (SHGC)
Description*

Default Frame** 1/4 Lite 1/2 Lite 34 Lite Full Lite
Wood <410t <000t <1100f >1100%
mmannnzs |23 \—\{2— “'%516'33 0.4’0'&/40
2/A1/.020(3)/ARG/0.T50 0:2,1/’; 024 _ 01'2,516;“ 023“’35
2/Ai/na/AIR/D.675 uzaé Mﬁ ,;’ ”3034 034&4“
3/S5/na/AIR/0.250 0"2,1/ _ IIZ% 02? b135 0/.@9,1,] 40
Flush/Embossed U-Factor 0.1!%4@ 0.04

Manufacturer stipulates that these ratings confofm to applicable NFRC procedures for determining whole
product performance. NFRC ratings are determihed for a fixed set of environmental conditions and a

specific product size. NFRC does not recommaryd any product and does not warrant the suitability of any
product for any specific use. Consult mamufactufer's iterature for other product performance information

* #glazing layers / spacer type f bow-e emissivitf (surface) / gap fill/ gap width (na=not applicable)
**per NFRC 100 Section B3.24 1 square inche
www.nfrc.org

Doors Comply < 0.25 <4=—t= Doors Do Not Comply
Two full lites Doors would comply as Patio Doors < 0.33 —

This material was prepared with the support of the U.S. Department of Energy (DOE) Grant No. DE-FG48-02R830105 and Oil Overcharge Escrow funds. However, any opinions, findings conclusions or
recommendations expressed herein are those of the author and do not necessarily reflect the views of DOE.



